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Antenna for Emergency Services 

DATASHEET P/N 7640006 

70-80 MHz 

Temperature - Temperatura - 40° C to +95° C 

Materials - Materiali Fiberglass, Nylon, Chromed brass and Stainless steel - Fibra di vetro, Ottone cromato e Acciaio Inox 

Coachwork drilling - Foro carrozzeria Round: 19 mm max - Rotondo: 19 mm max 

Mounting - Montaggio Roof, Pillar, Fender - Tetto, Montante, Parafango 

± 350 g Weight - Peso 

Connector - Connettore TNC Female - TNC Femmina 

VSWR - ROS 2:1 

Gain - Guadagno 0 dB referred to 1/4 λ rod - 0 dB riferito ad asta 1/4 λ 

Impedance - Impedenza 50 Ω 

Max power - Potenza massima 100 Watt 

Extension cable - Cavo prolunga Not included - Non incluso 

TECHNICAL SPECIFICATION - SPECIFICHE TECNICHE 

Polarization - Polarizzazione Vertical, Linear - Verticale, Lineare 

Radiation - Radiazione Omnidirectional - Omnidirezionale 

Type - Tipologia 1/4 λ passive antenna - Antenna passiva 1/4 λ 

Frequencies - Frequenze From 70 to 80 MHz - Da 70 a 80 Mhz 

EN  
High performance antenna made for Emergency Services 
communications 
 

IT 
Antenna ad alte prestazioni realizzata per le comunicazioni 
dei Servizi di Emergenza 

Dimensions - Dimensioni 

Base mounting scheme - Schema di montaggio della base 

98,5 cm 

94,5 cm (max) 
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Tightening torque - Coppia serraggio 6 N·m ± 10 % 
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