
5

7

6

8

99

Rubber Sheeting | To order FREE samples or arrange a site visit please call +44 (0)116 240 1088 or email sales@cobaeurope.com

Sizes 1 2 3 4 5 6 7 8

1.4 m x 10 m x 1.5 mm CRS00001 - EPDM00001 - NIS00001 NES00001 FWR00001 -

1.4 m x 10 m x 1.8 mm - IRS00001 - - - - - -

1.4 m x 10 m x 3 mm CRS00002 IRS00002 EPDM00002 SRS00001 NIS00002 NES00002 FWR00002 PRS00001

1.4 m x 10 m x 4 mm - - - - - - FWR00003 -

1.4 m x 10 m x 4.5 mm CRS00003 IRS00003 EPDM00003 SRS00002 NIS00003 NES00003 - -

1.4 m x 10 m x 6 mm CRS00004 IRS00004 EPDM00004 SRS00003 NIS00004 NES00004 FWR00004 PRS00002

1.4 m x 10 m x 12 mm - - - SRS00004 - - - -

1.4 m x 5 m x 8 mm CRS00005 - - - - - - -

1.4 m x 5 m x 10 mm CRS00006 IRS00005 - - - NES00005 FWR00005 PRS00003

1.4 m x 5 m x 12 mm CRS00007 IRS00006 - - - NES00006 - PRS00004

1.4 m x 5 m x 20 mm CRS00008 - - - - NES00007 - -

1.4 m x 5 m x 25 mm CRS00009 - - - - NES00008 - -

    ESD Rubber
ESD Rubber Bench & Floor Mats Available
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5. Commercial Black Nitrile Rubber
Exceptional resistance to heat, oils, 
fuels, chemicals and most solvents

Offers strong resistance to heat aging - a key advantage over 
natural rubber for the automotive industries.  •  Good abrasion 
resistance.  •  62 degrees shore A hardness.  •  Tensile strength 
at break: 5.0 Mpa.  •  Elongation at break: 200%.  •  Material: 
NBR and SBR  •  Product Height: 1 mm-25 mm

6. Commercial Black Neoprene Rubber
High resistance to mineral oils, 
greases, dilute acids and alkalis

Good ageing and weathering properties, ideal for outdoor use.  
•  Hardwearing Neoprene is heat, chemical, oil, fire and ozone 
resistant.  •  65 degrees shore A hardness.  •  Tensile strength 
at break: 6.0 Mpa.  •  Elongation at break: 250%.  Material: CR 
and SBR  •  Product Height: 1 mm-25 mm

7. Food Quality White Rubber Sheet
White, non-marking rubber for the 
food and beverage industry

Non-toxic and with high temperature range, ideal for use in the 
preparation and storage of food and beverages.  •  Also used in 
pharmaceutical and medical industries.  •  Manufactured from 
FDA approved materials.  •  Avoid vegetable/animal oils.  •  62 
degrees shore A hardness.  •  Tensile strength at break: 4.0 
Mpa.  •  Elongation at break: 300%.  •  Material: Natural rubber 
and SBR  •  Product Height: 1 mm-25 mm

8. Para Shotblast Rubber
Unbeatable tensile strength, natural tan rubber

Excellent resistance to wear and abrasion.  •  Widely used as 
protective screening for shotblasting.  •  Also used in strip or 
gasket form where durability is essential.  •  45 degrees shore 
A hardness.  •  Tensile strength at break: 15 Mpa.  •  Elongation 
at break: 400%.  •Material: Natural rubber  •  Product Height: 1 
mm-25 mm


