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V.01

26052021

DATASHEET DIMMABLE HIGHBAY 100 WATT

Input power

Watts

Equivalent watts

Powerfactor

Luminous flux

Color temperature

Light color

Color rendering index (CRI)

Beam angle

Material

Color

Energy label

IP-rate

Dimmable

Operating temperature

Dimensions

Certification

Life span

Warranty

EAN

SKU 
4400569

SKU 
4400576

140 LM/WATT

Specifications

200-240V AC

100 Watt

1200 Watt

>0.9

14.000 Lumen

4000K

Neutral white

>70Ra

120°

Aluminium

Black

A++

IP65

No

-35°C ~ 40°C

Ø258 x 155

CE, RoHS, SAA

50.000 hours

5 years

8720364400569

200-240V AC

100 Watt

1200 Watt

>0.9

14.000 Lumen

6000K

Daylight white

>70Ra

120°

Aluminium

Black

A++

IP65

No

-35°C ~ 40°C

Ø258 x 155

CE, RoHS, SAA

50.000 hours

5 years

8720364400576
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Dimensions

Structure performance

Dimension: LxHxW(mm) Die-cast

Housing Transparent PC

Cover 350mm

Cable Length 400mm

IP Rate IP 65

IK Rate IK 10
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DATASHEET DIMMABLE HIGHBAY 100 WATT
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Structure drawing
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DATASHEET DIMMABLE HIGHBAY 100 WATT
140 LM/WATT

Beam angle

Installation
1. Ring mounted

Lock Ring Hang on the hook


