
Elos Accurate® Scan Body
The story of the height difference between IO and IO SA

Elos Accurate® Scan Body for Nobel Conical Connection and NobelActive® are available in two versions - IO and IO SA 
- here's how to choose the right scan body depending on the situation.

It is of utmost importance for the dental technician to choose the same version of scan body in the 
software as the one you scanned in reality.

Elos Accurate® Scan Body for Nobel Conical Connection and NobelActive®

Material:   Titanium seating and PEEK in scanning area for optimal scanning results without spraying. 

Torque Value:  Hand-torque; no more than 5 Ncm.

IO 2B-D 
IO 2B-D SA

IO 2B-A 
IO 2B-A SA

IO 2B-B 
IO 2B-B SA

Elos Medtech  •  Engvej 33  •  DK-3330 Gorlose  •  Denmark
+45 4821 6499  •  dentalsupport@elosmedtech.com  •  www.elosdental.com

02
1.

21
2 

re
v 

1

IO is intended for cases without bone overgrowth.
No restrictions when used at lab. Intraorally only when 
there is no bone overgrowth on the implant shoulder.

Dental tech-
nicians should 

always scan 
the IO version!

Gap!
Can’t be used 

intraorally if there 
is a bone over-

growth.

Vertical location 
is the implant 

shoulder

•
•

Bone•

IO SA is intended for cases with bone overgrowth.
• Single crowns 

• Cement-retained bridges 
But only if the  
bridge is cemen-
ted in the patients 
mouth.

To be used by 
dentists only!

   
• Make sure to 
communicate 
the choice of 
IO SA to the 

dental  
technician!

Vertical location is 
inside the implant 
connection
•

•

Bone•

Height difference  
1 mm


