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Description

IPEE electronic flushing activation, dual 
flush for OLI 120 toilet frames.

Specifications
Application

Activation of flushing mechanism  

Mounting block with servomotor and lifting-mechanism 

To fit OLI 120 toilet frames 

In combination with IPEE Buddy – plug-in connector 

IPEE power supply set necessary – plug-in connector

Article number Details

TAS.01.OL IPEE Actuator Set Oli 

Features

Activated by mains power supply 

Transformation to low voltage 6V 

No mains voltage in water reservoir 

Self-calibrating lifting mechanism 

		

Technical data

Housing ABS

Power supply: protection rating IP65

Rated voltage 100-240V

Mains frequency 50/60Hz

Operating voltage 6V

Actuator Set 
for OLI120
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We reserve the right to make technical improvements and enhance the appearance of the products shown.   
Technische Verbesserungen und optische Veränderungen an den abgebildeten Produkten behalten wir uns vor.  
Nous nous réservons le droit d’apporter des améliorations techniques et de modifier l’apparence visuelle des produits présentés. 
Technische verbeteringen en optische wijzigingen ten opzichte van de afgebeelde producten voorbehouden. 
Con riserva di apportare modifiche tecniche. 
Nos reservamos el derecho de realizar modificaciones técnicas y de aspecto de los productos representados. 
Reservamo-nos o direito de efectuar melhorias técnicas e alterações visuais que beneficiem os produtos apresentados. 

Scope of delivery
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Servo motor
# OL.CS.01

Fixation bracket
# OL.CFP.01

Plate fixing screws (2x)
# OL.CFS.01

Central block OLI120
# OL.CCB.01

Anchors for outlet valve
# OL.CA.01

Signal adapter
# OL.CB.01
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